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8X Series Fittings

Part  
Number

Nominal 
I.D. 

Thread 
Size

A
Overall 
Length

B
Cutoff 

Allowance

H
Hex

Maximum 
Working 
Pressure

DN Size inch mm inch mm inch mm inch mm psi bar

1068X-4-025C-
SUBSEA 4 -025 5/32 4.0 7/16" - 20 2.37 60 1.15 29 0.625 16 10,000 690

1068X-4-04 6 -04 1/4 6.4 7/16" - 18 2.24 57    1.02 26 0.750 19 10,000 690

1068X-4-04C 6 -04 1/4 6.4 7/16" - 20 2.24 57    1.02 26 0.750 19 10,000 690

1068X-6-04 6 -04 1/4 6.4 9/16”-18 2.17 55    0.94 24 0.750 19 10,000 690

1068X-6-04C 6 -04 1/4 6.4 9/16”-18 2.17 55    0.94 24 0.750 19 10,000 690

1068X-16-16C-
SUBSEA 25 -16 1 25.4 1-5/16"-12 3.80 97    1.70 44 1.610 41 5,000 345

1068X- JIC 37° Female Flare
Material: Nipple -  Carbon steel, zinc-plated 

C - Stainless steel 
SUBSEA - High strength stainless steel 

Shell / Nut - Carbon steel, zinc-plated 
C / SUBSEA - Stainless steel
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